Special Length (5 mtr) Cable kit for JRC MFD (Junction Box to CCU & PSU) for AC Scanners

AM Art.No. | JRC orderno. Cable Set JRC Cable Code JRC Cable No. Cable Type |From Cable End 1 To Cable End 2 Length
3118.0052 2364153 CML-836-ACF |H-7ZCNA4165 W842 RIF Junc.Box NQE-1143 |P838 Spec.plug Female CCU NDC-1590 P4203 [Spec.plug Female 5 mtr
H-7ZCNA4159 W852 AC-out Junc.Box NQE-1143 |P837 (TB838) |Wire Pins PSU NBD-913 P50 Spec.plug Female 5 mtr

e|n case of CML-836-ACF
W842 : H-7ZCNA4165(included in CML-836-ACF)
Connect the J831 connector on the RIF to the J4203 on CCU by W842: H-7ZCNA4165.
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W852 : 7ZCNA4159(included in CML-836-ACF)
- Connect the W852 cable connector labeled “P50” to the J50 connector on the PSU.
- Connect the cable labeled “P837” in the W852 cable to the J837 connector on the RIF.
- Connect the terminal labeled “U” in the W851 to the TB838 U terminal on the RIF.
- Connect the terminal labeled “V” in the W851 to the TB838 V terminal on the RIF.

- Co-tighten the terminal labeled “FG” in the W852 cable and FG connection screw on the RIF.
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